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AWNING BRACKET - EASY INSTALLATION GUIDE 
 

 
Step 1: Place the Product Leg of the CROC HINGE awning 
bracket against the hard edge of the awning. Ensure the 
Roof Leg of the bracket is on the same side as the zip for 
the awning i.e. ensure the awning is up the right way. 
 
Step 2: Using the awning bolts supplied (these will have 
been included with your awning purchase), secure the 
Product Leg of the CROC HINGE awning bracket to the 
awning. Please note the height is adjustable so position 
as desired.  
 
Step 3: Once aligned, tighten the bolts in place ensuring 
they do not move.  
 
Step 4: Repeat the same for the second bracket. 
 
Step 5: Place the Roof Legs of the CROC HINGE awning 
brackets on the roof rack. Do this by sliding the t-
bolt/channel nut into the channel rail of the roof rack, 
then slide sideways left or right to where you want them. 
Once in your preferred position, do the bolts on the Roof 
Leg up tightly using a 6mm Allen key. 
 
Important: Ensure the Roof Leg brackets are parallel to 
each other. They should be at 90 degrees to the side of 
the vehicle and not off centre. 
 
Please ensure you also read the Important Production 
Information. 
 

 

 
 

 
 

 

 
Important Product Information 

 
Note: 
Some awning configurations 
may require shortening of 
the awning specific bolt so 
that the bracket can function 
as intended. 
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Important Product Information cont’d 
 
• The CROC HINGE bracket is load rated to 35kg per set (pair). Do not overload brackets.  
• When using the CROC HINGE bracket with an awning accessory, ensure the awning is 

tied down when set up/in use to avoid the possibility of the wind flipping your awning 
over. 

• Use caution when deploying the CROC HINGE bracket. The product’s movement is 
possible due to the gas strut therefore pay attention during movement particularly 
moving from a flat/stowed position to deployed position. 

• Use brackets for intended use only. 
 

Recommendations 
 

When hard, off-road driving the bracket should be in the upright or deployed position 
(Image 1). When driving on sealed roads the bracket should be in the flat or stowed 
position (Image 2). 
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Image 2 

  

  

 

  
 

CROC HINGE is proudly Australian designed, 
engineered and manufactured. Thanks for 

supporting a local Aussie business. 
 

We hope you enjoy the versatility of your 
new CROC HINGE bracket. Tag #crochinge or 

@crochinge for the opportunity to be 
featured in our social channels. 

 

 


